S2 Flexible Highly Flame Retardant Heat Shrinkable Tubing

Voltage Class 600V~1kV Ideal for wire terminal
insulation, wire bundling and electronic component
insulation

Excellent performance of flame retardant, insulation and

flexibility

(

)

(O Insulation and mechanical protection of wire

terminal, capacitor, resistor or other

electronic/electrical components

() wire bundling and cable marking

() Other applications which require insulation,

and mechanical protection.

(O Shrink ratio: 2:1, 3:1, 4:1

(O Highly flame retardant, VW-1 grade

() Comply with RoHS health & safety regulation

Operating Temperature

Shrink Temperature

Technical Details

Tensile strength

Break down elongation

longitudinal shrink ratio

Heat shock (200°C)
Flame retardant
Dielectric strength
Volume resistivity

Water absorption

1 -40 ~ 125°C
1 125°C

Red, Blue, Yellow, White, Black, Green,

Transparent

Certified by UL E236437(® 1.0—® 50)

Raychem/Tyco : VERSAFIT
DSG Canusa : CPX876
Sumitomo 1 B2

) 3M : VPP876
LG 1 GSHS-1625LT

ASTM D2671 > 10Mpa

ASTM D2671 > 400%

ASTM D2671 >5%

ASTM D2671 No drop/no flow
ASTM D2863 Oxygen Index >27
ASTM D2671 > 15kV/mm

ASTM D2671 > 10"Q.cm
ASTM D570 < 0.5%






