Y2 Heat Shrinkable Cable End Cap

Voltage Class 1~36kV Ideal for insulation protection
and sealing against elements for electrical cable end
Heat shrinkable cable end cap with adhesive liner, commonly

used for insulation and sealing of cable end
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(O Cable end and cable termination sealing for Black

electrical cable,communication cables,and

other industrial cabling pipeline.

( ) ( )

O Adhesive liner for extra insulation and sealing Raychem/Tyco ~ :SSC/ESC
against moisture DSG Canusa :CEC

() Compatible with lead cables and polyethylene
jacketed cables
(O Not applicable to gas-filled air-tight cable

() Also available without adhesive liner

Technical Details

Density ASTM D2671 1.1~1.2
Thermal endurance 1IEC 216 -55~105°C
Tensile strength ASTM D2671 >12Mpa
Ultimate elongation ASTM D2671 >400%

Accelerated ageing 168hrs at 136°C

tensile strength ASTM D2671 >10Mpa
ultimate elongation >300%

Low temperature flexibility 4hrs at -40°C ASTM D2671 No cracking
Heat shock 4hrs at 200°C ASTM D2671 No drop/no flow
Dielectric strength ASTM D2671 >18kV/mm
Volume resistivity ASTM D2671 >10*0.cm

Water absorption ASTM D570 <0.5%






