UPM

Heat Shrink

Thin Wall Tubing

S5 PTFE Heat Shrink Tubing

Voltage Class 1 KV

Specially used in the surroundings of extremely electricity,
chemistry and heat, suitable for industry, automotive, military,

aerospace and electric elements.

Production Selection:

Operating Temperature 1 -80~260°C
Shrink Temperature : -350~500°C
S5-PTFE-®0.5  0.7+0.2 <0.40 200
Color S5-PTFE-®1.0  1.0+0.2 <0.50 200
S5-PTFE-®1.5  1.5+0.2 <0.90 200
Tran ren
ansparent S5-PTFE-®2.0  2.0+0.2 <1.30 200
S5-PTFE-®2.5  2.5+0.2 <1.50 200
Product Code Cross References
S5-PTFE-®3.0  3.0+0.2 <1.80 200
Raychem/Tyco RW-175/TFE S5-PTFE-®3.5 3.5£0.2  <2.0 200
DSG Canusa CTFE250 S5-PTFE-®3.8 3.8+0.2 <2.0 200
. S5-PTFE-®4.0  4.0+0.3 <2.5 200
Sumitomo : TPE CP
S5-PTFE-®4.5  4.5+0.3 <2.8 100
S5-PTFE-®5.0  5.0+0.3 <3.0 100
Technical Details S5-PTFE-®6.0  6.0£0.3  <3.8 100
S5-PTFE-®7.0  7.0+0.3 <4.0 100
- -08. .0+0. <4.
Density ASTM D792 2.1-2.29 S5-PIFE-®8.0 | 8.0:0.3 <48 0
- - + <5.
Water absorption ASTM D570 <0.1% S5-FTFE-®3.0 | 9.0%0.3 5.0 0
ID: Internal Diameter
Tensile strength ASTM D2671 >17Mpa terna amete
Breakout strength ASTM D2671 >200%
Hardness shore ASTM D785 50-60D (
Heat shock(400 °C,4hs) ASTM D2671 No drop/No flow
Low temperature ) When ordering this product, please specify 1)
o ASTM D2671 No cracking
flexibility(-65°C,4hs) Product code 2) Quantity required in rolls
Dielectric strength ASTM D2671 >25kV/mm
Volume resistivity ASTM D2671 > 10%Q.cm
Flammability ASTM D2671 Not flammable
Organic dissolvent
ASTM D543 No change
resistance
Effect by the sunshine No




